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Installing the Doors

Remove fixings fitted at 
both ends

...Replace with NEW fixings 
provided (D)

Always locate the back door/s first. Angle the door and insert 
the top of the door into the top track. Straighten the door and 
lower the bottom wheels into the Floor track grooves.
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Fitting the bottom track - After adjusting the floor 
track so the doors are vertical, mark the front edge of 
the track. Remove the track and mark a line 46mm 
from the marked line.

On this line place the track fixing buttons (C) with 
equal spacing, leaving approx 100mm from side walls.

Fitting the top track -  Place the top track against 
your ceiling at the position it needs to be. Mark a line 
40mm from the back of the top track.

On this line place the track fixing buttons (C) with equal 
spacing, leaving approx 100mm from the side walls. 46mm

Adjusting the Doors
Align the doors so the end doors are plumb to the side walls.

Slide the brush seal up slightly to 
reveal the height adjustment bolt. 

Installing soft close - Before fitting your 
soft close, please replace the already 
attached fittings with the new ones (D) 
included in the pack.

Note: Only doors wider than 650mm will 
contain the soft close system. 

Note: (Shorter tracksets have 10 buttons, Longer tracksets have 20).
Note: Wall plugs 
not included
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Adjust the bottom wheels using a 4mm 
allen key, altering the height and angle of 
each door.

NOTE: Adjust the bolt closest to the floor. 

www.hdhc.com

DS_MTM_HD12.13

DOUBLE SIDED SLIDING DOORS


